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P R O D U C T  I N F O R M A T I O N  

Data mentioned in the Product Data Sheets are typical only and minor variations, which do not affect the product performances, are to be expected in normal 
manufacturing. The information given in the Product Data Sheets are based on past history of the grade only and must not be construed as a guarantee of 
performance. Always follow the equipment manufacturer’s recommendations for performance level, viscosity grade and oil drain interval. The Material Safety 
Data Sheets for the products are available with your nearest Gulf Office. 
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Turbine Oils 
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CODE PRODUCT NAME ISO VG SPECIFICATIONS 

3216/3217 Gulf Crest EP 32/46 

Meets: ASTM D 4304, Type I (non-EP) and Type II (EP), 
ISO 8086 TSE, TGE, TSA and TGA, BS 489,  
DIN 51515 Part 1 (TD) and Part 2 (TG) 
GEK 32568E/F, 46506D, 28143A(ISO VG 46), 107395a, 
101941 & Solar ES 9-224, Class II. 
Gulf Crest EP 32 is approved by Siemens TLV 901304 & 
Alstom HTGD 90117W (Lubricating and Control Oils 
for Turbines)  

 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 


